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Rollenketten mit verlängerten Bolzen nach DIN ISO 606
Roller chains with extended pins according to ISO 606

Kettentyp Teilung Lichte Weite Bolzen Ø Länge Duplex-Bolzen Länge Triplex-Bolzen

Chain no. Pitch Width between  
inner plates

Pin Ø Length duplex pins Length triplex pins

ISO
p b1 min. d2 max. b5 max. b8 max. b11 max. b5 max. b8 max. b11 max.

mm mm mm mm mm mm mm mm mm

06B-11 9,525 5,72 3,28 23,8 12,2 6,6 – – –

08B-1 12,70 7,75 4,45 31,0 15,5 8,2 45,0 29,6 15,3

10B-1 15,875 9,65 5,08 36,3 18,5 9,8 53,0 35,0 18,2

12B-1 19,05 11,68 5,72 42,2 21,5 11,4 62,2 41,2 21,4

16B-1 25,40 17,02 8,28 68,0 34,5 18,0 99,6 65,2 33,7

Bei Rollenketten mit verlängerten Bolzen wird die Teilung am 
Außenglied korrigiert gefertigt. Diese Teilungskorrektur muss bei 
der Fertigung von Anbauteilen berücksichtigt werden. Um das 
genaue Teilungsmaß zu erhalten, sprechen Sie uns bitte an.

Roller chains with extended pins are manufactured with the pitch 
corrected at the outer link. In some cases, this pitch correction 
must be taken into account when manufacturing attachments. 
Please contact us for details of exact pitch dimensions.
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ELITE Rollenketten von 08B-1 bis 16B-1 sind mit dem iwis Rapid-Service kurzfristig lieferbar.
ELITE roller chains in sizes 08B-1 to 16B-1 can be delivered at short notice by iwis Rapid Service.

1 Gerade Laschen
1 Straight side plates

Rapid Service 
Weitere Informationen siehe Seite 9
More information on page 9
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